
KATALOGOVÝ LIST - CATALOGUE LIST - KATALOG LISTE - КАТАЛОГ СПИСОК - KATALÓGUS LISTA - 目录清单

BB
111

REV.01/2013

LOW VOLTAGE 
SURGE ARRESTER

B111 Low voltage surge arrester 220/380 ( 230/400V) 
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BB
B109 GROUNDING RINGS 1-10KV B111 LOW VOLTAGE SURGE ARRESTERS 220/380[230/400V]

       LSA surge arrester comproses an active element a varistor being 
manufactured according to advanced technilogy of ceramic meterial based 
on zinc oxide(ZnO) with other metal oxides additives which being presisely 
dosed forms semiconductor surface layers on zinc oxide crystals and 
stabilised the voltage-current characteristics of a varistor.
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B112 UNDERGROUND RING TYPE TAP-OFF CONNECTOR

DISCRIPTION:4-core or 3-1/2 core ring type tap-off connector with IP2X 

protection and piercing retardant system.

One the clamp ring is pressembled on the main conductor the plastic housing 

offer full protectin against touching live contact teeth ( finger test),test to 

EN60529. During pressembly on the main conductor the contact protection 

system detects early contact of the contact teeth via the predetermined 

breaking point to ensure a large operational safety during tap-off conductor 

assembly.
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Conductor

rm=round standed, sm= sector stranded, re= round solid, se= sector solid
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MATERIAL: High strength AL alloy (AlMgSi), corrosion-resistant, Contacts 

in brass (CuZn),electro-tinned, insulation parts are glassfiber reinforced 

PA, screws are steel, grade8.8.
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